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1.01 SITE PREPARATION

A. SITE DEMOLITION:

1. REMOVE EXISTING ABOVE & BELOW GRADE OBSTRUCTIONS INDICATED.

2. SALVAGE INDICATED MATERIALS TO OWNER.

3. REMOVAL OF DEMOLISHED MATERIALS, HAULING AND DISPOSAL
OFF-SITE SHALL BE IN STRICT COMPLIANCE WITH REQUIREMENTS OF
AUTHORITIES HAVING JURISDICTION.

4. BURNING ON SITE IS NOT PERMITTED.

B. LAYOUT

1. ACCURATELY LOCATE ALL SITE AMENITIES, ELEVATIONS AND
DIMENSIONS AS INDICATED.

2. MAKE ALL NECESSARY FIELD CHECKS BEFORE CONSTRUCTION STARTS.

3. NOTIFY OWNER'S REPRESENTATIVE OF ANY DISCREPANCIES
IDENTIFIED FOR CLARIFICATION BEFORE PROCEEDING WITH
CONSTRUCTION.

B. TEMPORARY EROSION CONTROLS :

1. TAKE ALL PRECAUTIONS NECESSARY TO PREVENT EROSION AND
SEDIMENTATION AND AS REQUIRED BY THE AGENCIES OF
GOVERNMENT HAVING JURISDICTION.

C. CLEARING AND GRUBBING:

1. CLEARING: CUT AND/OR TRIM  VEGETATION INDICATED TO BE REMOVED.

2. GRUB: REMOVE STUMPS AND ROOTS TO A DEPTH OF 18 INCHES BELOW
FINISHED GRADE.

3. BACKFILL DEPRESSIONS MADE BY GRUBBING OPERATIONS.  REFER TO
FILLING AND BACKFILLING CRITERIA IN EARTHWORK.

4. DISPOSAL OF CLEARED AND GRUBBED MATERIALS OFF-SITE IN
ACCORDANCE WITH REQUIREMENTS OF AUTHORITIES HAVING
JURISDICTION.

5. BURNING ON-SITE IS NOT PERMITTED.

E. STRIPPING TOPSOIL:

1. PROVIDE IMPORTED TOPSOIL  CONFORMING TO THE SPECIFIED
REQUIREMENTS.

2. EXCAVATED, IN-PLACE SOIL MEETING THE REQUIREMENTS FOR
TOPSOIL MAY BE RE-USED FOR PLANTING WORK, BASED ON TESTING
SHOWING CONFORMANCE WITH THE SPECIFICATIONS. SOIL TESTING,
COORDINATION AND SAMPLING BY OWNER'S TESTING AGENCY. THE
CONTRACTOR SHALL PAY FOR SOIL TESTING.

1.02 EARTHWORK

A. EXCAVATION AND TRENCHING\ :

1. ALL EXCAVATION AND TRENCHING ARE UNCLASSIFIED.  REMOVE ALL
MATERIAL ENCOUNTERED.

2. ESTABLISH FINISHED SUBGRADE AND FINISHED GRADES FROM
EXISTING SITE FEATURES TO REMAIN.

3. MACHINE AND HAND EXCAVATION AND TRENCHING AS REQUIRED TO
MEET ELEVATIONS INDICATED.

4. MAINTAIN EXCAVATIONS FREE FROM WATER AT ALL TIMES.

5. REMOVE SOFT MATERIAL IF ENCOUNTERED AND REPLACE WITH
APPROVED BACKFILL MATERIAL AT CONTRACTOR'S EXPENSE.

B. REMOVE OBSTRUCTIONS:  REMOVE ALL OBSTRUCTIONS ENCOUNTERED
IN EXCAVATIONS INCLUDING BEDROCK, BOULDERS, LEDGE ROCK,
ABANDONED CONCRETE FOUNDATIONS, ETC. AND HAUL
OFF-SITE.

C. FILLING, BACKFILLING, COMPACTION, ROUGH & FINISHED GRADING :

1. SOIL MATERIAL: COMMON EARTH, FREE FROM FROST, CLAY, TOPSOIL,
CLODS, DEBRIS, DECAYED & ORGANIC MATERIAL, AND ROCK LARGER
THAN 2" IN ANY DIMENSION.

2. PERFORM EARTHWORK TO LINES, ELEVATIONS, AND DIMENSIONS
INDICATED.

3. DO NOT PLACE FILL AND BACKFILL WHEN MATERIAL IS FROZEN OR
MUDDY, OR WHEN FROST OR EXCESSIVE MOISTURE IS IN SUBGRADE.

4. MEET FINISHED GRADES INDICATED.  HAUL ONTO SITE ADDITIONAL
EARTH FILL AND BACKFILL AS REQUIRED, AND DISPOSAL OF EXCESS
EXCAVATED MATERIAL OFF-SITE.

5. FINISHED SUBGRADES SHALL PARALLEL FINISHED GRADES.

D. COMPACTION:

1. COMPACTION  OF SUBGRADE AND PLANTING SOIL MIX IN PLANTING AND
SEEDED AREAS SHALL BE BY FOOT TRAFFIC OR HAND TOOLS TO
PROVIDE SETTLED DEPTHS DETAILED. DO NOT OVER-COMPACT. NO
COMPACTION TESTING IS REQUIRED.

E. PLANTING SOIL:

1. PROVIDE IMPORTED TOPSOIL FOR PLANTING AND SEEDING WORK,
EXCEPT AS ALLOWED IN 1.01, E2.

2. IMPORTED TOPSOIL: NATURAL, FRIABLE GRANULAR SANDY LOAM FROM
A WELL-DRAINED SITE, CONTAINING 3% MIN. TO 20% MAX. ORGANIC
MATERIAL WITH PH OF 5.8 TO 7.0, UNIFORM IN COMPOSITION AND
TEXTURE, CLEAN, FREE FROM FROST, SUBSOIL, CLAY, STONES AND
OTHER OBJECTS OVER 2 INCHES, AND WITHOUT WEEDS, ROOTS,
TRASH, AND OTHER MATERIALS HARMFUL TO PLANT GROWTH.

3. PREPARE MIXED PLANTING SOIL IN BULK PRIOR TO PLACEMENT AS
SPECIFIED IN 1.04. INSTALL PREPARED PLANTING SOIL IN 8" MAXIMUM

DEPTH LIFTS AND
REMOVE STONES OVER 1-1/2", ROOTS, REFUSE AND ALL OTHER
FOREIGN MATERIALS.

4. LOOSEN PLANTING AND SEEDING SUBGRADE BY SCARIFYING TO 6"
MINIMUM DEPTH.

5.  FINE GRADE PLANTING SOIL TO DEPTHS DETAILED AFTER SETTLEMENT
TO FORM SMOOTH AND UNIFORM SURFACES.  REMOVE HUMPS AND
DEPRESSIONS.

1.04 SEEDING

A. MATERIALS:

1. SEED MIX A: ERNMX-156   LOW-GROWING WILDFLOWER /GRASS
SEED MIX.

a)  SEEDING RATE: 1
2 LB. PER 1000 S.F.

b)  STANDARD OF QUALITY: ERNST CONSERVATION SEEDS,
(800) 873 - 3321, WWW.ERNSTSEEDS.COM.

2. SEED MIX B: ERNMX-153 SHOWY NORTHEAST NATIVE WILDFLOWER
AND GRASS MIX.

a)  SEEDING RATE: 1
2 LB. PER 1000 S.F.

b)  STANDARD OF QUALITY: ERNST CONSERVATION SEEDS,
(800) 873 - 3321, WWW.ERNSTSEEDS.COM.

3. LAWN SEED MIX: FRESH, NEW, CROP OF GRASS SEED.

COMMON NAME      BY WEIGHT          PURITY GERMINATION
BARON OR FYLING KENTUKY BLUE 35 85 80
CREEPING RED FESCUE (PENNLAWN) 50 97 80
DERBY RYEGRASS 15 92 90

a)  SEEDING RATE: 6 LB. PER 1000 S.F.

4. FERTILIZER: SLOW RELEASE GRANULAR STARTER FERTILIZER AS
RECOMMENDED BY FERTILIZER MANUFACTURER FOR NEW LAWNS.

5.  FIBER MULCH FOR HYDROSEEDING: BIODEGRADABLE , GREEN-DYED,
100% CELLULOSE FIBER HYDROMULCH, NON-TOXIC, FREE FROM PLANT
GROWTH INHIBITORS, MAX. 15% MOISTURE CONTENT, PH OF 4.5 TO 6.4,
WITH WATER HOLDING CAPACITY MEETING ASTM D7367

a)  APPLICATION RATE: 1,500 - 2,000 LBS. PER ACRE.

b)  STANDARD  OF QUALITY: CONWED FIBERS CELLULOSE OR EQUAL,
MANUFACTURED BY CONWED FIBERS, WWW.CONWEDFIBERS.COM.

6.  NON-ASPHALTIC TACKIFIER: 100% GUAR-BASED ORGANIC TACKIFIER
RECOMMENDED BY HYDRO-MULCH MANUFACTURER FOR HYDRO-
APPLICATION, NON-TOXIC AND FREE FROM PLANT GROWTH AND
GERMINATION INHIBITORS.

a)  APPLICATION RATE: 40 LBS. PER ACRE.

b)  STANDARD  OF QUALITY: CONTACK OR EQUAL, MANUFACTURED BY
CONWED FIBERS, WWW.CONWEDFIBERS.COM.

B. SEEDING INSTALLATION: FINE GRADING, SEEDING & MULCHING

1.   SEEDING SEASON: APRIL 1 - MAY 30 AND AUGUST 15 - OCTOBER 30.

a)  PERMITTED SEEDING  PERIOD MAY BE EXTENDED TO NOVEMBER 15,
ON THE CONDITIONS THAT PLANTING SOIL INSTALLATION, FINE
GRADING AND SEEDING SHALL BE NOT BE PERFORMED WHEN SOIL
CONDITIONS ARE FROZEN, AND HYDROSEEDING SHALL BE
PERFORMED ONLY WHEN TEMPERATURES REMAIN ABOVE FREEZING
FOR A MINIMUM 24 HOUR PERIOD. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR VEGETATION ESTABLISHMENT AND
MAINTENANCE REQUIRED IN SECTION 1.04 IN THE GROWING SEASON
FOLLOWING SEEDING.

2.  FINE GRADE IMMEDIATELY BEFORE SEEDING.  RAKE AND SCARIFY
TOPSOIL UNTIL SURFACE IS SMOOTH, FRIABLE AND UNIFORMLY FINE
TEXTURED.  FLOAT SURFACE TO LEVEL MINOR HUMPS AND
DEPRESSIONS.

5. SEEDING METHOD: HYDROSEEDING. MECHANICAL AND HAND-SEEDING
ARE NOT PERMITTED.

6. HYDROSEEDING METHOD:

a)  SEEDED AREAS A AND B: UNIFORMLY APPLY SEED, TACKIFIER AND
HYDROMULCH IN HOMOGENOUS SLURRY TO PREPARED  AREAS IN
ONE STEP PROCESS.

b)  LAWN AREAS: UNIFORMLY APPLY SEED, FERTILIZER, TACKIFIER AND
HYDROMULCH IN HOMOGENOUS SLURRY TO PREPARED  AREAS IN
ONE STEP PROCESS.

c)  ALL AREAS: SEED, FERTILIZER, TACKIFIER AND HYDROMULCH
APPLICATION RATES AS SPECIFIED ABOVE.

d)  ALL AREAS: REMOVE ALL OVERSPRAY AND REPAIR ALL SURFACES
THAT ARE RUTTED BY EQUIPMENT.

C. MAINTENANCE:

1.  MAINTAIN ALL SEEDED AREAS FOR A MINIMUM PERIOD OF 60 DAYS
AFTER ACCEPTED SEEDING INSTALLATION WITHIN THE GROWING
SEASON, FROM APRIL 1 TO NOVEMBER 15, OR UNTIL ACCEPTABLE
VEGETATION COVERAGE IS ESTABLISHED. MAINTENANCE INCLUDES
BUT IS NOT LIMITED TO, WATERING, RESEEDING, REMULCHING, WEEDY
SPECIES SUPPRESSION OR REMOVAL, APPLICATION OF HERBICIDES,
FUNGICIDES & INSECTICIDES, REPAIRING AND RESEEDING DAMAGED
AREAS.

2. BEFORE ACCEPTANCE, MOW EACH  LAWN AREA A MINIMUM OF 3 TIMES,
REMOVING NOT MORE THAN ONE-THIRD  OF TOTAL GRASS HEIGHT WITH
EACH MOWING. SEEDED MIX A AND B AREAS DO NOT REQUIRE MOWING.

3. PRIOR TO ACCEPTANCE BUT NOT LESS THAN 60 DAYS AFTER SEEDING,
REFERTILIZE  LAWN AREAS ONLY AT FERTILIZER  MANUFACTURER'S
RECOMMENDED RATE. DO NOT FERTILIZE SEEDED MIX A AND B AREAS.

D. INSPECTION & ACCEPTANCE

8. GUIDELINES FOR FINAL ACCEPTANCE OF VEGETATION: SCATTERED
BARE SPOTS NOT LARGER THAN ONE (1) SQUARE FOOT EACH WILL BE
PERMITTED UP TO A MAXIMUM OF 3% OF ANY SEEDED AREA.

9. AT CONCLUSION OF MAINTENANCE PERIOD, OWNER'S REPRESENTATIVE
WILL INSPECT SEEDED AREAS FOR CONFORMANCE AND WILL PROVIDE
WRITTEN NOTIFICATION OF ACCEPTANCE OR NOTIFICATION OUTLINING
DEFICIENCIES TO BE CORRECTED OR COMPLETED FOR ACCEPTANCE.

10.OWNER'S REPRESENTATIVE WILL RE-INSPECT FOLLOWING CORRECTIVE
WORK BEFORE ISSUING NOTIFICATION OF ACCEPTANCE.

11.OWNER ASSUMES RESPONSIBILITY FOR MAINTENANCE FOLLOWING
FINAL ACCEPTANCE OF ESTABLISHED VEGETATION.

1.00 GENERAL REQUIREMENTS

A. JOB CONDITIONS:

1. PERFORM ALL WORK IN COMPLIANCE WITH OSHA POLICIES AND ALL
REGULATIONS OF ALL AGENCIES OF GOVERNMENT HAVING
JURISDICTION.

2. CONTACT DIG SAFELY NEW YORK AT 1-800-962-7962  TO VERIFY ALL
EXISTING UNDERGROUND UTILITY LOCATIONS PRIOR TO PERFORMING
ANY EXCAVATIONS.

3. CONTRACTOR SHALL APPLY FOR ALL REQUIRED PERMITS, PAY ALL
REQUIRED FEES AND PREPARE AND PROVIDE ALL REQUIRED
DOCUMENTATION. REQUIRED PERMITS AND DOCUMENTS INCLUDE, BUT

ARE NOT LIMITED TO:
A. CITY OF SYRACUSE DEPARTMENT OF PUBLIC WORKS (DPW) - STREET

CUT PERMIT
B. DPW - LIABILITY WAIVER
C. DPW - INSURANCE CERTIFICATE WITH ADDITIONAL INSURED

REQUIREMENTS.
D. DPW - TEMPORARY TRAFFIC CONTROL PLAN
E. DPW - NON-REFUNDABLE PERMIT FEE BASED ON PHYSICAL

DISTURBANCE AREA.

4. SCHEDULE CONSTRUCTION TO MAINTAIN CONTINUITY OF
CONSTRUCTION ACTIVITIES AND TO INSURE OWNER'S UNINTERRUPTED
ON-SITE OPERATIONS.

5. THE START OF ANY ON-SITE CONSTRUCTION INCLUDING STRIPPING
TOPSOIL, REMOVING CUT OR PLACING FILL ESTABLISHES THAT
CONTRACTOR, WITHOUT RESERVATION, ACCEPTS THE CONTRACT
DOCUMENTS AS ACCURATELY REPRESENTING EXISTING SITE
CONDITIONS.

6. CONTRACTOR SHALL BECOME FAMILIAR WITH SITE CONDITIONS PRIOR
TO STARTING CONSTRUCTION.

7. CONTRACTOR SHALL MEET EXISTING GRADES OF ALL SURFACES TO
REMAIN AND AT LIMITS OF CONSTRUCTION, SMOOTHLY WITHOUT
HUMPS OR DEPRESSIONS.

8. THE OWNER SHALL HIRE A QUALIFIED TESTING LABORATORY
EXPERIENCED IN PERFORMING THE REQUIRED WORK TO PERFORM ALL
REQUIRED TESTING. THE OWNER SHALL SCHEDULE AND COORDINATE
ALL TESTING. ALL TEST RESULTS  SHALL BE SENT DIRECTLY TO THE
OWNER'S REPRESENTATIVE WITH A COPY TO THE CONTRACTOR.
RETESTING OF DEFICIENT WORK RESULTS SHALL BE AT THE
CONTRACTOR'S COST.

9.  DEFICIENT WORK: REMOVE, REPAIR AND/OR REPLACE TO OWNER'S
SATISFACTION AT CONTRACTOR'S EXPENSE INCLUDING RETESTING
COSTS.

10. ALL WORK AND AMENITIES SHOWN ON THE DRAWINGS SHALL BE
ASSUMED TO BE "NEW" UNLESS SPECIFICALLY IDENTIFIED AS
"EXISTING".

B. SUBMITTALS: SUBMIT 5 COPIES OF ALL SHOP DRAWINGS, SAMPLES,
TEST RESULTS AND MANUFACTURER'S LITERATURE TO OWNER'S
REPRESENTATIVE FOR REVIEW PRIOR TO INSTALLATION, IN
ACCORDANCE WITH CONTRACT REQUIREMENTS.

C. SUBSTITUTIONS:

1. MATERIALS SPECIFICALLY INDICATED HEREIN BY MANUFACTURER'S
NAME SHALL BE CONSIDERED AS MATERIAL STANDARDS.

2. PROPOSED MATERIAL SUBSTITUTIONS: SUBMIT PROPER SUPPORT
DOCUMENTATION TO OWNER'S REPRESENTATIVE FOR REVIEW AND
APPROVAL, IN ACCORDACE WITH CONTRACT REQUIREMENTS.

D. MAINTENANCE & PROTECTION OF PERSONS, PROPERTY, TRAFFIC AND
THE WORK:

1. TAKE ALL NECESSARY PRECAUTIONS TO PREVENT PERSONAL INJURY
AND DAMAGE TO EXISTING SITE AMENITIES TO REMAIN AND TO
ADJACENT SITES, STRUCTURES AND OTHER FACILITIES.

2.  PREPARE AND SUBMIT A TEMPORARY TRAFFIC CONTROL PLAN
COMPLYING WITH APPLICABLE LOCAL CODES AND IN ACCORDANCE
WITH CONTRACT REQUIREMENTS.

3.  A STAGING AREA MAYBE ESTABLISHED FOR CONTRACTOR USE PRIOR
TO START OF ACTIVE CONSTRUCTION ON ADJACENT CITY OF
SYRACUSE OR ONONDAGA COUNTY PROPERTY. CONTRACTOR SHALL
SUBMIT WRITTEN REQUEST TO OWNER'S REPRESENTATIVE FOR
REVIEW AND COORDINATION PRIOR TO MOBILIZATION. ALL TEMPORARY
FACILITIES FOR THE USE OF AND RESTORATION OF THE STAGING AREA
SHALL BE THE CONTRACTOR'S RESPONSIBILITY.

4.  PROTECT EXISTING VEGETATION TO REMAIN.  DO NOT DRIVE VEHICLES
OR STORE MATERIALS WITHIN BRANCH SPREAD OF EXISTING TREES.

5.  COMPLY WITH ALL REQUIREMENTS OF ALL AUTHORITIES HAVING
JURISDICTION TO MAINTAIN AND PROTECT PEDESTRIAN AND
VEHICULAR TRAFFIC.

6.  PROVIDE BARRICADES, SIGNAGE, SECURITY LIGHTING, AND EQUIPMENT
INDICATED IN CONTRACT DOCUMENTS AND AS DETERMINED
NECESSARY BY THE JURISDICTIONAL MUNICIPALITY.

7.  PROTECT ALL WORK UNTIL FINAL ACCEPTANCE.

8.  REPAIR/RESTORE ALL DAMAGE TO CONDITIONS PRIOR TO DAMAGE TO
OWNER'S SATISFACTION AT CONTRACTOR'S EXPENSE.  MATCH
EXISTING CONSTRUCTION, FABRICATION, MATERIALS, COMPOSITION,
AND FINISHES.

1.05 PLANTING

A. PLANT MATERIALS:

1. EACH PLANT - COMPLYING WITH ANSI Z60.1, FULLY
DEVELOPED, DISEASE FREE, NURSERY GROWN STOCK WITH
IDENTIFYING NURSERY TAGS, TRUE TO NAME INDICATED,
TYPICAL OF PLANT SPECIES, WITH DENSELY DEVELOPED
BRANCHING FREE OF VOIDS, VIGOROUS AND FIBROUS ROOT
SYSTEM.

2. PLANT SIZE - AS INDICATED ON PLANS.

B. COMPOST: COMMERCIALLY PRODUCED COMPOST, UNIFORM IN
COMPOSITION AND TEXTURE, WITH A pH OF 6.0 TO 7.0, FREE FROM
WEEDS, ROOTS, CLAY, STONES AND OBJECTS OVER 1/2", AND OTHER
MATERIALS HARMFUL TO PLANT GROWTH.

a)  STANDARD OF QUALITY: TOAD HOLLOW PREMIUM COMPOST AS
MANUFACTURED BY TOAD HOLLOW FARM, OR EQUAL.

C. COARSE SAND: CLEAN, COARSE-GRADED, NON-CRUSHED SAND
MEETING THE FOLLOWING GRADATION:

SIZE DESIGNATION PERCENT PASSING
#80 10%
1/8 INCH 40%
1/4 INCH 40%
1/2 INCH 10 %

D. FERTILIZER:  ORGANIC SOURCE FERTILIZER WITH MICCORHIZAL
INOCCULANT FOR 3-3-3 GUARANTEED ANALYSIS.

a)  APPLICATION RATE: 5 LBS. PER 100 SF OF PLANTING BED.

b)  STANDARD OF QUALITY: M-ROOTS 3-3-3, MANUFACTURED BY
NOVOZYMES BIOLOGICALS, INC. OR EQUAL.

E. WOOD MULCH: NATURAL, UN-DYED, DOUBLE GROUND HARDWOOD
MULCH OF UNIFORM TEXTURE, WITH NO PIECES OVER 1-1/2" AND FREE
FROM MATERIALS HARMFUL TO PLANT GROWTH.

F. PLANTING SOIL: FOR ALL PLANTING BEDS, SEEDED AREAS AND TREE
PLANTING PITS, PROVIDE THE FOLLOWING COMPOSITION BY VOLUME,
MIXED IN BULK PRIOR TO INSTALLATION:

60% TOPSOIL
20% COARSE SAND
20% LEAF COMPOST

G. INSTALLATION:

1. PLANTING SHALL BE DONE DURING FAVORABLE WEATHER
CONDITIONS. PLANTING SEASON: APRIL 1 - MAY 30 AND SEPTEMBER 1 -
NOVEMBER 15.

2. REMOVE EXISTING FEATURES AS INDICATED ON PLANS.

3.  MACHINE AND HAND EXCAVATE PITS AND BEDS TO DEPTH AND WIDTH
DETAILED AND TO ACCOMMODATE ROOT SYSTEM.

4. ARRANGE AND SET PLANTS TO STAND VERTICALLY AND
AFTER SETTLEMENT, TO BE SET SUCH THAT THEIR NATURAL
GRADE ELEVATION IS AT FINISHED GRADE.

5. BACKFILL WITHPLANTING SOIL AND APPLY FERTILIZER AT RATE
SPECIFIED IN 1.05, C.

6. THOROUGHLY SETTLE BACKFILL BY TAMPING AND WATERING. FOR
INDIVIDUAL TREE PLANTING, FORM MULCH RING. THOROUGHLY
WATER ALL PLANTINGS WITHIN 4 HOURS OF INSTALLATION.

7. INSTALL A 3" SETTLED DEPTH LAYER OF WOOD MULCH WHERE
INDICATED ON PLANS AND DETAILS.

8.  STAKE TREES AS DETAILED.

H.  MAINTENANCE:

1. PRUNE ONLY DEAD, BROKEN OR MAJOR CROSSING BRANCHES TO A
MAXIMUM OF 10% OF FOLIAGE ON ANY INDIVIDUAL SPECIMEN.

2. MAINTAIN ALL PLANT MATERIALS INCLUDING CULTIVATING, WATERING,
PRUNING, WEEDING, AND SPRAYING WITH INSECTICIDES & FUNGICIDES
UNTIL FINAL ACCEPTANCE BY OWNER'S REPRESENTATIVE.

I. INSPECTION & ACCEPTANCE

1. OWNER'S REPRESENTATIVE WILL INSPECT PLANTINGS FOR
CONFORMANCE WITHIN 10 DAYS OF WRITTEN REQUEST BY
CONTRACTOR.

2. OWNER'S REPRESENTATIVE WILL PROVIDE WRITTEN NOTIFICATION OF
ACCEPTANCE OR NOTIFICATION OUTLINING DEFICIENCIES TO BE
CORRECTED OR COMPLETED FOR ACCEPTANCE.

3. OWNER'S REPRESENTATIVE WILL RE-INSPECT FOLLOWING CORRECTIVE
WORK BEFORE ISSUING NOTIFICATION OF ACCEPTANCE.

J. WARRANTY:

1. DURING ONE-YEAR WARRRANTY PERIOD FOLLOWING ACCEPTANCE OF
PLANTINGS, REPLACE ALL PLANT MATERIALS WHICH ARE DEAD,
UNHEALTHY, OR OF UNSIGHTLY CONDITION AS DETERMINED BY
OWNER'S REPRESENTATIVE.

2. REPLACEMENT PLANTS SHALL ALSO BE WARRANTIED FOR ONE-YEAR
FOLLOWING THEIR INSTALLATION.

K. INSPECTION DURING WARRANTY PERIOD :

1. INSPECT AT NOT OVER 30 DAYS DURING GROWING SEASON AND NOT
OVER 60 DAYS OTHERWISE.

2. REPORT OWNER'S MAINTENANCE DEFICIENCIES OR RECOMMENDED
CHANGES IN MAINTENANCE PROCEDURE IN WRITING TO OWNER'S
REPRESENTATIVE.

3. AT END OF WARRANTY PERIOD, REMOVE TREE STAKING, WATERING
SAUCERS, RENEW MULCH AND RE-FERTILIZE ALL PLANTS.

4. OWNER'S REPRESENTATIVE WILL PERFORM FINAL INSPECTION AT END
OF WARRANTY PERIOD.

1.00 GENERAL REQUIREMENTS - CONTINUED

E. SITE CLEANUP:

1. DURING CONSTRUCTION, MAINTAIN PROJECT SITE IN A NEAT AND
ORDERLY CONDITION AS DETERMINED BY OWNER'S REPRESENTATIVE.

2. DO NOT ALLOW DEBRIS TO ACCUMULATE.

3. PERFORM ALL HAULING OF MATERIAL TO AND AWAY FROM SITE IN
ACCORDANCE WITH REQUIREMENTS OF AUTHORITIES HAVING
JURISDICTION.

4. AT COMPLETION OF WORK, LEAVE SITE IN NEAT AND ORDERLY
CONDITION ACCEPTABLE TO OWNER'S REPRESENTATIVE.

F. APPLICABLE CODES STANDARDS AND SPECIFICATIONS :

1. CITY OF SYRACUSE DEPARTMENT OF PUBLIC WORKS & DEPARTMENT
OF ENGINEERING: STANDARD SPECIFICATIONS AND DETAILS,
TEMPORARY TRAFFIC CONTROL REGULATIONS.

2. NYSDOT: NEW YORK STATE DEPARTMENT OF TRANSPORTATION,
STANDARD SPECIFICATIONS.

3. ASTM: AMERICAN SOCIETY OF TESTING MATERIALS, STANDARD
SPECIFICATIONS AND METHODS OF TESTING.

4. ANSI: AMERICAN NATIONAL STANDARDS INSTITUTE.

5. ADAAG: AMERICANS WITH DISABILITIES ACT ACCESSIBILITY GUIDELINES
FOR FACILITIES AND BUILDINGS.

1.03 SITE IMPROVEMENTS

A. TRAFFIC SIGNAGE:

1. STANDARD SIGNS AND POSTS AS DETAILED, CONFORMING TO CURRENT
MUTCD (MANUAL FOR UNIFORM TRAFFIC CONTROL DEVICES) AND CITY
OF SYRACUSE STANDARD SPECIFICATIONS AND DETAILS.

2. ERECT POST PLUM AND TRUE, WITH SIGN SECURELY ATTACHED TO
POST USING CADMIUM PLATED HARDWARE AS DETAILED.

B. HAND EXCAVATION: AS REQUIRED.
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